I Ceriification Date: 18 Sep 2002
United States of America Expirafion Data: 18 Sep 2007
Department of Transperiation IMC. Number;

United States Coast Guard

Certificate of Inspection

Vepsad Mame Officisl Mursies Call Sign Senvice
CAPE WASHINGTON 982285 WRGH Freight Ship
?—l-_.‘a'\t_: Fors Hull Mo Haroapiwer Fropulzon
NORFOLK. VA Stesl 17400 Diesel Direct |
Pl Sl Debvery Dabs  Dids Kesd Lawd Gross Tons Mot Tons owWT Lengin
UNEKNOWN 31Marige2 25ian1930 R-51960 R-36020 R-E50
R - HEs0
ohwrssy Operatr “
LIS DEFT OF TRANSPORTATION CROWLEY LINER SERVICES INC
MARITIME ADMINISTRATION 9487 REGENCY SQUARE BLVD.

400 7TH STREET SW

WASHINGTON, DC 20580

This vessel must be manned with the following licensed and unlicensed personnel. Included in which there must be
& certified lifeboatmen, 0 certified tankermen, 0 HSC type rating, and 0 GMDSS Operators.

1 Master O Master & 15t Class piot 0 Radio Officen(s) 1 Chief Engineer 0 OMED/Raling "

MAR-E13 ROOM 2112 JACKSONVILLE, FL 32225 "

1 Chief Mate 0 Matz & 1st Class Pilol & Ahla Seamen/ROANW 1 1stAsst Engrf2nd Engr. 3 Oiers
1 Znd Mate/OICNW O Lic. Mate/QICHW 0 Ordirary Seamen 1 2nd Asst. Engridrd Engr
1 2rd Mala/OICHW 0 13t Class Pilot 0 Deckhands 1 3rd Asst. Enar,

0 Lic. Engr. |

In addition, this vessel may carry 0 passengers, 12 other personsin crew, 11 persons in addition to crew, and no others. l
Total persons allowed: 40
Route Permitted and Conditions of Operation:

—-——Oceans—--

DTN ACCORDANCE WITH THE

VESSEL CLASS ID NUMBER: 85241803

TWO SPECIALLY TRAINED ORDINARY SEAMEN MAY SE SUBSTITUTER FOR A MANTIMIM OF TWO ABLE SEAMEN,

TEE VESSEL IS EQUIPPED WITH GMDSS AND SHATLT [IDE {ITH A MINTMUM OF

POSSESS CERTIFICATES ISSUED TO THEM

*=*SEE NEXT PAGE FOR ADDITIONAL CERTIFICATE INFORMATION™

=1l - & |
With this inspection for Certification having been completed at BAL TIMORE, MD, the Officer in Charge, Marine Inspection, _"
BALTIMORE, MARYLAND certified the vessal, in all respects, is in conformity with the applicable vessel inspection laws and the

rules and regulations prescribed theraunder. -
al/Periodi i ] This cerlincateigsued byl / 7
. Annual/Pericdic/Quarterly Re nsp_ectluns his 7 } )s.g.?d W e
Dats Zone A/PIQ Signature AV 5 et

5 E & B. PEOPLES, CAPT, USCG

Tifficer in Charge. Bebtins inagecion

o = BALTIMORE, MARYLAND

Inspection Fons
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TQ THEIR QUALTFICATION IN THE OPEEATION OF GMD5S, AND IF THE AT-SEA MATNTENANCE METHOD IS

CHOSEN, AT LEAST ORE PERSON POSSESSING A4 CERTIFICATE ISSUED TO THEM FROM THE FEDERAT.
COMMUNTICATIONS COMMISSTION ATTESTING TO THEIR QUALIFICATION IN TYE MATINTAINING OF GMDS

WAEN LOADING, CARRYING OR OFF LOADING GASOLINE POWERED VEHICLES REGULATED UNDER 46 CFR
50.10-38, THE REQUIREMENTS OF COMDT COGARD M5G 1413302 DEC %0 APPLY.

LY UNATTENDED MRCHIN RY SPACE OPERRETION. HIS AFPROVAL I3
CONTINGENT UPON PROPER OPERATION OF THE AUTOMATED MONITORING/MACHINERY MANACEMENT
SYSTEMS. ANY MAJOR ALTERATION OR FAILURE HuST BE REPORTED IMMEDIATELY TO THE OCMI WHED
FTESUED. THE VESSEL'S CERTIFICATE OF TNSPECTION.

APPROVED FOR PERIODICATL

i

Hr

ORING BOUTINE VEHICLE AND SHIP MATNTEMENCE

THE OPERATION OF THE NORMAT, LIGHTING SYS
TH G0 HOLD vTWTTLFLLDh SECURED IS5 ACCEPTABLE,

T
WTT“ ”HE RCKDH SYSTEM OPERATIONAL AND THE

EM. D00
CaR

1. THE DETATILED ASSUMPTIONS IN THE "REPORT ON PRELIMINARY HAZARDS BNALYSTS OF AFLOAT
PREPOSITTON SHIP LIGHTING S¥YSTEM", DECEMBER 19%4, REMATIN VALTD.

2. THE FIXED BXPLOSIVE GAS DETECTION SYSTEM FOR A GIVEN CARGO HOLD IS IN OPERATION END
HAS BEEN CHECHED FOR ACCURACY PRIOR TQ ACTIVATION OF THAT EBOLD'S LIGHTING CIRCUIT RND THE
SYSTEM DOES NMOT INDICATE A LEVEL OF EXPIOSIVE VAPORS EXCEEDING 25% OF THE LOWER EXPLOSIVE
LIMIT

(LEL) OF JP-8. BN AUDIRLE ATLARM MUST BE SET AT THE 25% LEL LEVEL. THE LEL
INDECATING/MONITORING SYSTEM IS TO BE ROUTINELY CALTBRATED IN ACCORDANCE WITH
MANUFACTURER'S INSTROCTIONS.

PORTABLE GAS DETECTOR IS TO BE USED TO CHECK THE SPACE TO BE ENTERED PRICR TO

VATION OF THE LIGETING SYSTEM. ACTI?“::GN OF THE NOBMAL TL.IGHTTNG CIRCUIT IS5 HOT TO
TF THE PORTABLE DETECTOER INDICATES A LEVEL OF EXPLOSIVE VAPORS EXCEEDING 25% QF THE

LEL. PORTABLE GAS DETECTORS ARE TO BE ROUTINELY CALIBRATED IN ACCORDANCE WITH

MEANDEACTORER'S INSTROCTIONS.

THE INSTALLED SMOKE/FIRE DETECTICOHN SYSTEM IS IN CPERATION.

5. ALL PERSONMEL WEOC MaY ENTER THE CARGC HOLDS ARE THFORMED OF THE OPERATING GUIDELINES
OF MARAD FACSIMILE MEMORANDUM: R. 5. BEHR MAR-—742.1 TO COL J. MCGRADY, DA, DATED 22
ERENCE TO THESE

DECEMBEE 1953, AND THE CURRENT SHIP'S OPERATIONS MBNUAL:; AND ADH

1

GUIDELINES IS5 ASSUORED BY THE MASTER.

6. & FUEL WITH A FLASSPOINT AT :‘OR RBOVE THAT OF JP-2 IS THE ONLY FUEL CRAREIED.

7. VISUAL BND CIRCOIT GROUND CHECKS QF THE LIGHTING SYSTEM RARE CONDUCTED AFTER VEHICLE
ON-LOAD, VEHICLE DISCHARGE, VEHICLE MOVEMENT, AND/CR AFTER ANY EVENT SUCH AS HEERVY SEAS
WHERE DAMAGE TO LIGHTING FIXTURES MAY OCCOR.

E MAD

FRICAL COMPONENT REPLACEMENT Ib B i
SUITABLE

EMENT ELECTRICAL COMPONENTS MUST B
ARDOUS LOCATION.

IN BRIND: WHERE T 13
FOR. A CLASS I, DIVISTON 2 OR ZONE 2

ELEC
Coda i
PL.ACE

Bicgr, o Tramep., LSO, OO [ ow L 2AET8 0 1) DR e, TH %017
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-—-Lifesaving Equipment---

Number Reguired

Totzl Eguipment for Presarvers{Aduly) 45
Lifeboats (Total) 1 Preservers (Child) 8]
Lifsboats (Poxrt} ™ 1 Eunys{TDtal] 24
Lifsboats(Starbd) ™~ 0] With Lights* 1z
Motor Lifeboats™® 1 With Line Bttached= 2
Lifenoats W/Radio* I Q Cth=r* a

Hescue Boats/Platiorms L 5] Immersion Suits 45

Intl Ible Rafts i g0 FPorteble Lifeboat Radios ]

F5] loats/Buoyant App 0 G Euufﬂsed with EPIRB? Yes

(* tais)

===Fire Fighting Egquipment---

Numbar of Fireman Outrfits/ 2 Number of Fire Pomps/ 3

*Hose information™

i Diameter Length

59 1R 75

*Fixed Extinguishing Systems*

Capacity Agent Space Protected

35600 Carhon Dioxide CARGD HOLDS

500 Carbon Dioxide FORWARD HYDRAULIC MACH SPACE

400 Carbon Dioxide MAIN DIESEL ENGINE

3800 Carbon Dioxide ERGINE ROOM

goo Carbon Dioxide REFER MACHINERY SPACE

100 Cerbon Dioxide PATHT ILOCEER

*Firs Extinguishers - Hand portabkle and semi-portable®

QEv Class Typs

1 A-TT

g9 B~-1T

2 E=EX

Ol ol Trzneg, LSO, CG-HAL (R L. IO T

OMA Foe JLESSS1T




